
1000

NO LOADS TO BE LOCATED
WITHIN 1000mm OF TOP UNIT

CONCRETE PAD TO
ENGINEERS' DETAILS;

EMBED FIRST COURSE 50mm
TO CONCRETE FOOTING

NO-FINES CONCRETE BACKFILL
FOR WIDTH SEE TABLE

TYPE & WIDTH OF DRAINAGE MATERIAL
DEPENDANT ON WALL HEIGHT,
SOIL TYPE AND CONDITIONS,
TO ENGINEERS' DETAILS

EXCAVATED FACE

WILSON MASONRY
CAPPING SLAB

CLAY CAPPING, BACKFILL
TOPSOIL AND GRASSED

INFILL BLOCKS WITH
NO-FINES CONCRETE

10mm DRAINAGE GRAVEL
MINIMUM WIDTH 300mm

100mm DIA. SUBSOIL DRAIN
(WRAPPED IN FILTER SOCK)
CONNECTED TO STORMWATER;
PLACE LOOSE 10mm HARD AGGREGATE
AROUND SUBSOIL DRAIN PRIOR TO
PLACING BACKFILL MATERIAL

GEOTEXTILE FILTER FABRIC
TO PREVENT SOIL CLOGGING
BACKFILL AGGREGATE

NATURAL GROUND

WILSON MASONRY
VERTICAL STACK

RETAINING WALL BLOCK

LEVEL SLOPE

.

MAXIMUM WALL HT 1.4m

MAXIMUM 7 COURSES
WITH CAPPING SLAB

FORTRAC GEOGRID,
PLACED 1ST COURSE, LAST COURSE
AND EVERY 2ND COURSE. TURN END
UP 100mm AT EXCAVATED FACE

NO-FINES CONCRETE (NFC)
WIDTH TABLE

WALL HEIGHT NFC WIDTH NFC HEIGHT

<600 300 400

800 400 600

1000 550 800

1200 700

1400 850

VERTICAL WALL DETAIL

0412 457 55218 Old Punt Road, Tomago NSW 2322wilsonmasonry.com.au

To comply with most council  requirements, please seek specif ic engineering advice for walls over 1 metre high or for low walls carrying vehicle traff ic,  etc.



550 min.

200

10
020

0 10
0

varies

1000

NO LOADS TO BE LOCATED
WITHIN 1000mm OF TOP UNIT

DISH DRAIN

COMPACTED
CRUSHED ROCK FOOTING

COMPACTED
CRUSHED ROCK FOOTING

COMPACTED
BACKFILL

100mm DIA. SUBSOIL PIPE
TO DRAIN WHEN SPECIFIED
BY ENGINEER

WILSON MASONRY
CAPPING SLAB

CLAY CAPPING DISH DRAIN
TO PREVENT SURFACE RUNOFF
ENTERING DRAINAGE MATERIAL

TYPE & WIDTH OF DRAINAGE MATERIAL
DEPENDANT ON WALL HEIGHT,
SOIL TYPE AND CONDITIONS,
TO ENGINEERS' DETAILS

WILSON MASONRY
EZY WALL

RETAINING WALL BLOCK

To comply with most council  requirements, please seek specif ic engineering advice for walls over 1 metre high or for low walls carrying vehicle traff ic,  etc.

SETBACK WALL DETAIL

0412 457 55218 Old Punt Road, Tomago NSW 2322wilsonmasonry.com.au


